— =
e =
]

T et |

— - Pt
=
-
=
BLOCKING — 5
SEE STANDARD =
DETAILS .

VALVE M.J.

SEE NOTE 4

57 s T
1/4 BEND M.J . L/4 BEND M.J.
= o /—\ SEE NOTE 5
SEE NGTE 5 GATE_ VALVE BRASS "N MINIMUM d
SEE NOTE 2 -
— s 7. i
GATE VALVE M.J. - * R o

SLAB JOINT & [JFTING H

REMOVABLE TOP_ SLAB
SEE W4.04 FOR ADDITIONAL
INFORMATION

— &

8" MINIMUM GRANULAR BEDDING

NNV INEININNAN

g CHECK VALVE . 3
o4 SEE NOTE 7
ﬂ m FLOW ‘ ] B
- ™ "
; | et 117
METER = ' \USE COPPER
I: ; TEES FOR 17,
. - Py N TAPPING SADDLE
S o] suMp - FOR 1 1/2" &
R 2", AND M.J.
- . ; o P TEES FOR ALL
h PR , . _ OTHER BY-PASS
a - - 3 4 | sizEs
PLAN — TOP SLAB REMOVED
30"x30" 4ATCH ON
. i , BRICK CFIMNEY — SEE
B N N N NN NN AN NN NNV N SVERYRYAYINT WA G4 FCR ADDITIONAL
CLES — SEE W4.04 INFORMATION
l = " B .

(, _ / \:‘L ° :

—— as, - . TWO LAYERS TAR PAPER
ol b R BETWEEN WALLS & TOP
0 7= Al .| swB (TYP)

R = |4 — > Z

P w ; b *'_ ‘_2"

K METER Lui * i

- | 4 * -

=g P

(ASTM C33/#67 WASHED
OR CRUSHED STONE)

12"x12° SOLID MASONRY

NOTE

LENGTH.
. BY—-PASS PIPE 1

[

OO0~y

. FOR A", "B", °C", "D", "E7,

TAPPED FOR 2" N.P.T.

OR CONCRETE PIERS x12" MIN. HIGH

Tzl STANDARD MANHOLE

STEPS — SEE 531.00

SUMP — SEE NOTE 9

SECTION

S:
1. CONNECTING PIECES LABELED A" MAY BE EITHER FLG. & M.J. BELL & LAYING LENGTH OR FLG. & P.E. 12" LAYING

1/2°, & 27 SHALL BE COPPER TYPE "K' INSTALLED THROUGH VAULT WITH APPROPRIATE SiZE
GATE VALVE INSIDE VAULT. ALL OTHER BY-PASS PIPE SHALL BE OQUTSIDE OF VAULT.

. ALL PIPE 3" AND LARGFR DIAMETER SHALL BE D.. CLASS 50.

. PROVIDE VALVE BOXES & EXTENSION STEMS ON ALL EXTERIOR VALVES PER DETAIL W3.0Z2.

- BLOCK ALL TEES AND BENDS, SEE CHARLES COUNTY STANDARD DETAILS.

& "F" DIMENSIONS SEE W6.13.

. CHECK VALVE IS REQUIRED ONLY WHEN MORE THAN ONE CONNECTION SERVES ON-SITE SYSTEM.

. VAULTS TO BE EfTHER CAST IN PLACE CONCRETE W4.02 CR PRECAST CONCRETE W4.03.

. SUMP SHALL BE 12" DIAMETER CONCRETE OR CLAY PIPE 2'-07 LONG PLACED WITH MINIMUM 8" GRANULAR BEDDING
ALL ARCUND, CAPPED OR PLUGGED AT BOTTOM AND PROVIDED WITH 1/2° MESH SCREEN OVER TOP OF SUMP.

10. FOR 2" METER USE COPPER TUBING W/ 2"x2” COPPER TEES FOR BY—-PASS, COPPER TO N.P.T. BRASS ADAPTORS,
BRASS VALVES, BRASS PIPE NIPPLES, & CONNECT TO METER FLANGES W/A.SA. CLASS 125 COMPANION FLANGES
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